
Type 
Identify wavelength range
Isolation 1310
Isolation 1490
Isolation 1550
Measure Range
Uncertainty
Insertion Loss
Detector Type
Display Resolution
Fiber Type
Threshold Setting
Connector
Display
External Storage
Data Interface
Power Supply
Battery Life
Operating Temp
Storage Temp
Size
Weight

PON-100
1310±50nm
-
>40dB
>40dB
-35~+10dBm
≤0.5dB
≤1.5dB
InGaAs
0.01dB
SM 9/125um
10 Groups
FC/UPC Interchangable SC
Color LCD
≤10
Micro USB
1.5v AA Batteries
Standby 20h, Active 12h
-10°C ~ +50°
-40°C ~ +70°
186 x 100 x 50 in mm
150g

1490±15nm
>40dB
-
>40dB
-40~+12dBm

1550±10nm
>40dB
>40dB
-
-40~+25dBm

PON 
Optical Power Meter

Product Specification

PON Power Meter is designed to measure the optical power of multiple wavelengths used in PON
networks simultaneously. It can detect downstream and upstream signals such as 1310 nm, 1490 nm,
and 1550 nm, allowing technicians to analyze the signal strength between the OLT (Optical Line
Terminal) and ONT/ONU (Optical Network Terminal/Unit)


